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this section must not be greater than 
20 percent. 

APPENDIX A TO SUBPART E OF PART 91— 
TABLES 

TABLE 1—PARAMETERS TO BE MEASURED OR 
CALCULATED AND RECORDED 

Parameter Units 

Airflow rate (dry), if applicable ............................. g/h 
Fuel flow rate ....................................................... g/h 
Engine speed ....................................................... rpm 
Engine torque output ........................................... N · m 
Power output ....................................................... kW 
Air inlet temperature ............................................ °C 
Air humidity .......................................................... mg/kg 
Coolant temperature (liquid cooled) .................... °C 
Exhaust mixing chamber surface temperature, if 

applicable.
°C 

Exhaust sample line temperature, if applicable .. °C 
Total accumulated hours of engine operation ..... h 

TABLE 1—PARAMETERS TO BE MEASURED OR 
CALCULATED AND RECORDED—Continued 

Parameter Units 

Barometric pressure ............................................ kPa 

TABLE 2—TEST CYCLE AND WEIGHTING 
FACTORS FOR MARINE ENGINES> 

Mode No. 

Engine 
speed as 

a per-
centage 

of engine 
rated 
speed 

Engine 
torque as 
a percent-

age of 
maximum 
torque at 

rated 
speed 

Mode 
weighting 

factor 

1 ................................... 100 100 0.06 
2 ................................... 80 71 .6 0.14 
3 ................................... 60 46 .5 0.15 
4 ................................... 40 25 0.25 
5 ................................... idle 0 0.40 
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